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GENERAL SAFETY RULES

W A R N I N G
Read and understand all instructions before using this product. Failure to follow all 
instructions listed below may result in electric shock, fire, and/or serious personal injury.

•	Do not operate power tools in explosive atmospheres, such as in the presence of flammable 
liquids, gases, or dust. Power tools create sparks which may ignite the dust or fumes.

•	Do not allow children or untrained individuals to use this unit.

•	Don’t expose power tools to rain or wet conditions. Water entering a power tool will increase  
the risk of electric shock.

•	Do not handle plug or tool with wet hands.

•	Never allow children to operate the equipment. Never allow adults to operate the equipment 
without proper instruction.

•	Always wear safety glasses with side shields. Everyday glasses have only impact resistant 
lenses. They are NOT safety glasses. Following this rule will reduce the risk of eye injury. Use 
face mask if operation is dusty.

•	Wear eye protection when operating this product.Secure long hair above shoulder level to 
prevent entanglement in moving parts.

•	Use extra care when cleaning on stairs.

•	Do not expose to rain, store indoors.

•	Do not operate in poor lighting.

•	Keep all parts of your body away from any moving part.

•	Keep hair, loose clothing, fingers and all body parts away from openings and moving parts.

•	Wear heavy long pants, boots, and gloves. Avoid loose garments or jewelry that could get  
caught in moving parts of the machine or its motor.

•	Do not force tool. Use the correct tool for your application. The correct tool will do the job 
better and safer at the rate for which it is designed.

•	Do not operate the equipment while barefoot or when wearing sandals or similar lightweight 
footwear. Wear protective footwear that will protect your feet and improve your footing on 
slippery surfaces.

•	Secure long hair so it is above shoulder level to prevent entanglement in any moving parts.

•	Keep firm footing and balance. Do not overreach. Overreaching can result in loss of balance.

•	Do not allow to be used as a toy. Close attention is necessary when used by or near children.

•	Do not use tool if switch does not turn it on or off. Any tool that cannot be controlled with the 
switch is dangerous and must be repaired. 

•	Keep all bystanders, children, and pets at least 50 ft. away.

•	Do not operate this unit when you are tired, ill, or under the influence of alcohol, drugs, or  
medication.

•	Do not operate in poor lighting.
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ASSEMBLY INSTRUCTION

W A R N I N G                                                                                                                                            

                                                                                                                                          

To avoid injury and to reduce the risk of electrical shock or fire:
•	Replace the battery pack or charger immediately if the battery case or charger cord is 

damaged.
•	Always make sure the string trimmer switch is OFF before inserting or removing the 

battery pack.
•	Always make sure the battery pack is removed and the switch turned OFF, before 

inspecting, adjusting, or maintaining any other part of the hedge trimmer.
•	Read, understand, and follow the Battery Charger instructions.

GUARD (See Figure 2.)

To avoid injury, always remove the battery pack before installing the guard, changing a cutting 
line, or making any adjustments.  
If the guard is damaged, do not use the grass trimmer/edger until it is replaced.

NOTE: Install the protective guard before operating the grass trimmer/edger trimme. It cannot be 
removed or disassembled.
1. Remove the battery pack.
2. Invert the grass trimmer/edger to access the trimmer head.
3. Using a Phillips head screwdriver, remove the pre-installed screw (1) from the trimmer head.
4. Place the guard (2) on to the trimmer head and turn the guard 45° following the track on the 
head.
5. Align the screw hole on the guard with the screw hole on the trimmer head. 
6. Insert the screw into the trimmer head, fastening the guard in place.

2        

1        

(1)  DOWN

Fig. 2
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AUXILIARY HANDLE (See Figure 3.)

1. Turn the auxiliary handle adjustment knob (1) counter-clockwise several turns to loosen the 
auxiliary handle (2).
2. Adjust the handle position to provide the best level of balance and control for the operator.
3. Securely lock the handle in position by turning the knob clockwise.
4. Before operating the grass trimmer/edger , make sure theauxiliary handle is tightly locked into 
position.

W A R N I N G                                                                                                                                            

To avoid injury, adjust the auxiliary handle foroptimum control and balance. Do not overreach 
whenoperating  grass trimmer/edger. Keep proper balance atall times for better control of the tool 
in unexpectedsituations.
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CUTTING LINE (See Figure 4.)

A spool of monofilament cutting line is pre-installed on the grass trimmer/edger. When the cutting 
line needs replacing, insert a new spool.
To avoid injury, always remove the battery pack before installing the guard, changing a cutting 
line, or making any adjustments.

To remove the spool:
1. Disconnect trimmer from the power supply.
2. Turn grass trimmer/edger over to access the spool.
3. Remove spool cover by pressing on two tabs parallel to each other on the side of the cover (2).
4. Remove the spool (1) from the spool housing (3).

Fig. 3
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To replace the spool:
1. Replace the spool (1) with a new pre-wound spool.
2. Insert the end of line through the opening (4) in the spool housing (3).  
3. Align the tabs on the spool cover with the slots in the spool housing on the trimmer head.
4. Push down on the spool cover locking it to the spool housing.
5. To advance the line when initially installed, you must pull the line while pressing the black line 
release button on the side of the spool housing (3).

1
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Fig. 4
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ENVIRONMENTALLY SAFE BATTERY DISPOSAL

The following toxic and corrosive materials are in the batteries used in this hedge
trimmer battery pack: Lithium, a toxic material.

W A R N I N G                                                                                                                                            

W A R N I N G                                                                                                                                            

All toxic materials must be disposed of in a specified manner to prevent contamination of the 
environment. Before disposing of damaged or worn out nickelcadmium battery packs, contact 
your local waste disposal agency, or the local Environmental Protection Agency for information 
and specific instructions. Take the batteries to a local recycling and/or disposal centre, certified 
for cadmium disposal.

If the battery pack cracks or breaks, with or without leaks, do not recharge it and do not use. 
Dispose of it and replace with a new battery pack. DO NOT ATTEMPT TO REPAIR IT!
To avoid injury and risk of fire, explosion, or electric shock, and to avoid damage to the 
environment:

•	Cover the battery's terminals with heavy-duty adhesive tape.
•	DO NOT attempt to remove or destroy any of the battery pack components.
•	DO NOT attempt to open the battery pack.
•	If a leak develops, the released electrolytes are corrosive and toxic. DO NOT get the 

solution in the eyes or on skin, and do not swallow it.
•	DO NOT place these batteries in your regular household trash.
•	DO NOT incinerate.
•	DO NOT place them where they will become part of any waste landfill or municipal solid 

waste stream.
•	Take them to a certified recycling or disposal centre.




